
 

 

Make(1) Model Engine AM Fuel P(2) Protocol 

SAAB 900 

 

  
Saab 900 2.0 16s 1995 Gas 185 ISO 9141 

       

       

SAAB 9000 

 

Saab 9000 2.3 turbo 1998 Gas 225 ISO 9141 

       

       

SAAB 9.3 

 

  
Saab 03.szept 2.2 TID 1998 Diesel 115 ISO 9141 

(x2)   1999    

Saab 03.szept 1.9 TID 2005 Diesel 120 CAN 11bit 

(x6)   2006   500kb 

    2007     

    2008     

          

Saab 03.szept 2.2 TID 2002 Diesel 125 CAN 11bit 

(x11)   2003   500kb 

    2004     

Saab 03.szept 03.febr 2006 Diesel 150 CAN 11bit 

      500kb 

        

        

Saab 03.szept 1.9 tid 2002 Diesel 150 CAN 11bit 

(x4)   2006   500kb 

    2007     

          

          

Saab 03.szept 2.0 Turbo 2001 Gas 154 ISO 9141 

(x3)   2002    

         

         

         

Saab 03.szept B207L 2003 Gas 175 CAN 11bit 

      500kb 

Saab 03.szept 1.8T 2009 Gas 175 CAN 11bit 

      500kb 

        

Saab 03.szept 1.9 ttid 2008 Diesel 180 CAN 11bit 

(x2)      500kb 

         

         

         

Saab 03.szept 2.0 2001 Gas 185 ISO 9141 

       

       

       

       

Saab 03.szept 2.0T 2009 Gas 200 CAN 11bit 



 

 

      500kb 

        

        

Saab 03.szept 2.0T 2001 Gas 205 ISO 9141 

       

       

       

       

Saab 03.szept 207R 2006 Diesel 210 CAN 11bit 

      500kb 

        

        

Saab 03.szept V6 2005 Gas 250 CAN 11bit 

      500kb 

        

        

SAAB 9.5 

 

  
Saab 05.szept 2.0 2000 Gas 110 ISO 9141 

       

       

       

Saab 05.szept 1.9 Tid 2006 Diesel 150 KWP FAST 

(x3)   2008    

         

         

Saab 05.szept 3.0 Tid 2001 Diesel 176 ISO 9141 

(x2)   2002    

Saab 05.szept 03.febr 2000 Gas 185 ISO 9141 

(x2)   2002    

         

         

         

Saab 05.szept 2.0 TTID 2010 Diesel 190 CAN 11bit 

      500kb 

        

        

        

Saab 05.szept 3.0T 1999 Gas 200 ISO 9141 

Saab 05.szept 2.3T 2000 Gas 225 ISO 9141 

       

       

       

       

Saab 05.szept 2.3 aero 2002 Gas 250 ISO 9141 

       

       

       

       

Volvo 850 r 2.3 Turbo 1996 Gas 240 ISO 9141 

VOLVO C30 

 

  
Volvo C30 06.jan 2007 Diesel 110 CAN 29bit 



 

 

(x4)   2008   500kb 

    2010     

          

          

Volvo C30 2.4 D5 2007 Diesel 180 CAN 29bit 

(x3)   2009   500kb 

          

          

          

Volvo C30 2.5 turbo 2008 Gas 230 CAN 29bit 

      500kb 

        

VOLVO C70 

 

Volvo C70 04.febr 2006 Gas 140 CAN 29bit 

(x2)    LPG  500kb 

          

          

          

Volvo C70 D3 2007 Diesel 163 CAN 11bit 

(x2)   2012   500kb 

          

          

Volvo C70 05.febr 2006 Diesel 182 CAN 29bit 

(x2)      500kb 

         

         

Volvo C70 2.4 T 2000 Gas 193 KWP FAST 

    LPG   

        

        

Volvo C70 T5 2001 Gas 240 KWP FAST 

       

VOLVO S40 

 

  
Volvo S40 09.jan 2001 Diesel 115 ISO 9141 

(x2)       

Volvo S40 2.0 2004 Diesel 136 CAN 29bit 

(x4)   2005   500kb 

    2006     

Volvo S40 2.0T 1998 Gas 163 ISO 9141 

(x2)   2001    

         

         

         

VOLVO S60 

 

  
Volvo S60 2.4 D 2007 Diesel 126 CAN 29bit 

      500kb 

        

        

        

Volvo S60 2.4 D 2005 Diesel 130 CAN 29bit 



 

 

      500kb 

Volvo S60 04.febr 2003 Gas 140 ISO 9141 

       

       

       

       

Volvo S60 2.5 D5 2004 Diesel 163 CAN 29bit 

(x6)   2005   500kb 

    2006     

    2007     

Volvo S60 2.0 2003 Gas 185 ISO 9141 

       

Volvo S60 04.febr 2006 Diesel 185 CAN 29bit 

(x2)      500kb 

         

         

Volvo S60 2.5T R AWD 2004 Gas 210 ISO 9141 

       

       

       

VOLVO S80 

 

  
Volvo S80 04.febr 2005 Diesel 163 CAN 29bit 

      500kb 

Volvo S80 2.4 D5 2008 Diesel 185 CAN 11bit 

      500kb 

        

        

        

Volvo S80 2.8 bi-turbo 1999 Gas 272 ISO 9141 

       

       

       

VOLVO V40 

 

  
Volvo V40 1.9 turbo 1999 Gas 200 ISO 9141 

(x3)   2000    

         

         

         

Volvo V40 T4 2014 Gas 180 CAN 11bit 

      500kb 

        

VOLVO V50 

 

  
Volvo V50 06.jan 2005 Diesel 110 CAN 29bit 

(x4)   2006   500kb 

          

Volvo V50 2.0 HDi 2004 Diesel 136 CAN 29bit 

(x5)   2009   500kb 

Volvo V50 D5 2009 Diesel 180 CAN 29bit 

      500kb 



 

 

VOLVO V60 

 

Volvo V60 2.5 AWD 2010 Diesel 205 KWP FAST 

       

VOLVO V70 

 

  
Volvo V70 D5 2007 Diesel 126 CAN 29bit 

      500kb 

        

Volvo V70 2.4D 2002 Diesel 130 ISO 9141 

(x2)   2003    

Volvo V70 05.febr 2004 Diesel 130 ISO 9141 

       

Volvo V70 2.4d 2008 Diesel 136 CAN 11bit 

      500kb 

        

Volvo V70 2.4 20V 2001 Gas 140 ISO 9141 

       

       

Volvo V70 04.febr 2002 Diesel 163 ISO 9141 

       

Volvo V70 2.4 D5 2004 Diesel 163 CAN 29bit 

(x2)   2005   500kb 

Volvo V70 2.5 20s 1998 Gas 170 ISO 9141 

    LPG   

Volvo V70 D5D 2005 Diesel 185 CAN 29bit 

      500kb 

        

        

Volvo V70 T5 2002 Gas 190 ISO 9141 

       

       

       

Volvo V70 2.4 Turbo 2001 Gas 200 ISO 9141 

(x2)       

        

Volvo V70 2.3T AWD 1998 Gas 240 ISO 9141 

       

Volvo V70 T5 2000 Gas 250 ISO 9141 

Volvo V70 03.febr 2001 Gas 250 ISO 9141 

       

       

       

VOLVO XC60 

 

  
Volvo XC60 2.4 D5 2009 Diesel 163 CAN 11bit 

      500kb 

        

        

Volvo XC60 2.4D 2010 Diesel 175 CAN 11bit 

      500kb 

        

Volvo XC60 2.0 2011 Gas 204 CAN 11bit 



 

 

      500kb 

        

VOLVO XC70 

 

Volvo XC70 04.febr 2005 Diesel 163 CAN 29bit 

      500kb 

        

Volvo XC70 02.márc 2008 Gas 170 CAN 11bit 

      500kb 

        

        

Volvo XC70 D5 2.4 2006 Diesel 185 CAN 29bit 

      500kb 

        

        

Volvo XC70 05.febr 2008 Diesel 185 CAN 11bit 

      500kb 

        

        

Volvo XC70 04.febr 2000 Gas 200 ISO 9141 

       

       

       

       

Volvo XC70 2.5T 2005 Diesel 210 CAN 29bit 

      500kb 

        

VOLVO XC90 

 

  
Volvo XC90 D5 2003 Diesel 163 ISO 9141 

(x4)   2004    

Volvo XC90 D5 2005 Diesel 163 CAN 29bit 

      500kb 

Volvo XC90 04.febr 2005 Diesel 163 CAN 29bit 

(x3)   2006   500kb 

          

Volvo XC90 04.febr 2006 Diesel 185 CAN 29bit 

      500kb 

        

        

        

Volvo XC90 2.4 D5 2007 Diesel 185 CAN 29bit 

(x2)      500kb 

         

 


